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ABSTRACT

A positron camera consisting of two high density
proportional chambers is described. It provides a
spatial resolution of 2.4 mm FWHM, a maximum data rate
of 3000 c.p.s. and a sensitivity of 25 c.p.s. per uCi.
Results of its application to angular correlation
studies of condensed matter and to phantom and in vivo
medical imaging are presented. A Fourier deconvolu-
tion technique is described for obtaining three-
dimensional medical images., It uses a generalized
matrix inversion by singular value decomposition to
modify the low frequency Fourier components.

Introduction

For many years the sodium iodide scintillation
camera has been the standard instrument for imaging
gamma rays.' However, despite much work, the best
spatial resolution obtainable is about 7 mm FWM, a
considerable limitation. Another limitation arises
when imaging gamma rays of high energy, e.g., 0.5 MeV.
Since the photon capture cross-section by photo-
electric effect falls rapidly with increasing energy,
sodium iodide is more sensitive to lower energies, i.e.
to spurious events resulting from Compton scattering of
the initial high-energy photons. Energy selection can
remove some of these events, but problems remain due to
high pulse rates in the detector electronics.
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Recently, it has been shown 3 that the addition
of a high-density drift space to a proportional cham-
per affords an efficient gamma-ray detector with a
spatial resolution of 1 mm FWHM. Energy selection is
not possible, but by the very nature of the detector,
sensitivity increases with increasing energy, the con-
verse of the case of the scintillation camera. Purther-
more, a relatively free choice exists for the material
comprising the drift space converter: the use of lead,
atomic mmber 82, is a natural chojce for high-energy
gAIMa TAYS.

Two chambers have been constructed specifically
for detecting the two 0.511 MeV back-to-back coincident
gamma rays resulting from positron ammihilation. This
positron camera has been applied to two well known pro-
blems: &) the determination of electron momentum dis-
tributions in condensed matter through the measurement
of the angular correlation of the gamma-ray pairs,“ and
b) the measurement of the three-dimensional distribu-
tions of positron-active radioisotopes within the
body.S This paper presents some details of the camera
and the first results from these applications. A
Pourier deconvolution technique is described for medi-
cal image reconstruction, using generalized matrix in-
version by singular value decomposition to modify the
low-frequency Fourier components.®

The Positron Camera

Chamber Construction and Operation

The principle of the high-density drift space is
shown in Fig. 1. A solid block is perforated with a
large mumber of holes close together, By making the
block thick enough, a high probability will exist for
converting photons to Compton or photo-electrons. With
a correct choice of hole size and spacing, the electrons
will have a high probability of escaping to a hole, but
a low probability of propagating to a second hole. The
application of an electric field to the block will
drift the electrons resulting from gas ionization in
the holes out of the block for subsequent detection by
a proportional chamber. If the hole axis is parallel
to the direction of the impinging photons, the two di-
mensions perpendicular to this direction may be resolved
to an accuracy determined by the hole size. The elec~
tric field may be made to penetrate the holes by making
the block of alternate metallic and insulating sheets,
and connecting a resistor chain to the metallic sheets.
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Fig. 1: The principle of the high-density drift space.
Photons are captured in the solid bars and
produce fast electrons which can escape to an
adjacent hole. The free electrons, resulting
from gas ionization in a hole, may be extract-
ed by an electric field and detected by a pro-
portional chamber.

Figure 2 shows one of the two chambers forming
the camera. In each chamber there are two converters
with an active area of 10 x 10 cm, one on each side of
the wire planes. The two converters are offset so that
the bars of the one are behind the holes of the other,
Fach converter is made of 75 lead~bismuth alloy plates
0.25 mm thick, interleaved with 0.1 mm thick glass-
fibre epoxy resin sheets. The holes are 0.8 mm in dia~
meter close-packed on an hexagonal pattern with a pitch
of 1 mn. Proportional chamber construction follows
normal techniques. Anode wires are of 20 um gold-
plated tungsten wire spaced at v3 mm (to fit behind the
rows of holes) and cathode wires are 100 um spaced at
1 mn. Anode to cathode interplane distance is 3 mm.



Fig. 2: A general view of one of the two chambers
comprising the positron camera.

The chambers were operated with free-flow isobutane

gas with 3.8 kV on the anode plane and 5 kV across the
drift spaces. Readout was the digital centre-of-
Jravity technique:’ signals on the cathode strips were
digitized with CAMAC analogue-to-digital converters,
and the centre of gravity of each event calculated by
software with a PDP11/20 computer.

Chamber Performance

For 660 keV photons from 137Cs, the detection
efficiency of each chamber was measured to be 15% and
the spatial resolution to be 1.2 mm FWHM: see Fig. 3.
Operated in coincidence with positron annihilation
radiation, the camera gave the time resolution shown
in Fig. 4. The time jitter is due to the drift time
of the electrons through the thickness of the convert-
er. The cut-off at 500 nsec agrees with the known
electron drift velocity, 5 an/usec, in isobutane,
for two events separated by the full thickness, 25 mm,
of a converter.

Angular Correlation Measurements

when a positron penetrates condensed matter, it
thermalizes or loses its momentum before annihilating
with an electron. It follows that the gamma-ray pair
resulting from annihilation will then carry with it
a knowledge of the momentum of the electron with which
the positron annihilated. Thus positrons may be used
as a probe for studying electron momentum distribu-
tions. A direct measure of such distributions may be
made by mapping the angular differences of the two
gamma-ray directions from 180°. Since these angles

are small, typically a few milliradians, a camera with
a good spatial resolution is prervequisite, Tradition-
ally, slit-collimated single sodium iodide counters
are placed on either side of a specimen irradiated
with positrons. The slits are moved to map out the
angular distribution. Replacing these counters with
the present camera provides two important advances:
two-dimensional information, and a greatly increased
data rate due to simultaneous collection over the

full angular distribution. The results of a first mea-
surement on a copper single crystal have already been
reported.® Here a preliminary investigation of alu-
minium is reported.

*

*
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Figi 3: The spatial resolution obtained from a chamber
with 660 keV gamma rays collimated by a 0.5 mm
Tick marks are every 3 mm.

slit.

Fig. 4: The measured coincidence-time distribution of
the camera. Full scale is 800 nsec; cut-off
at 500 nsec.

Bach chamber was placed at 4 m on cither side of
a single crystal of aluminium 10 x 3 x 1 mm, at room
temperature, illuminated by a 50 mCi source of positrons
22Na, The over-all angular resolution, due to the
chambers and the crystal size, was estimated to be
0.7 x 0.5 mrad FiHM, 3-10% events were collected at a
rate of 10 ¢.p.s. The result, after computer correctior
for the variation of camera detection efficiency with
angle is shown in Fig. 5. It is a direct visuaiization
of the well known spherical Fermi surface of aluminium.
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Fig, 5: The Fermi surface of aluminium as revealed by
the measurement of the angular correlation of
positron annihilation radiation. Horizontal
axes: x angle against v angle, Vertical axis:
number of events. Total number of events:
3.106. Grid sizer 0.5 x 0.5 mrad. Number of
events at the peak of the distribution: 5000.
Distribution cut-off: 6.8 mrad.

The cut-off at 6.8 mrad marks the Fermi level of alu-
minium at 11.8 eV. Work now continues on a detailed
study of the Fermi surface of copper.

Medical Positron Imaging

Imaging positron annihilation radiation offers a
very significant advantage over conventional imaging.
By recording, in coincidence, both of the back-to-back
garma rays, directional information is obtained as well
as positional: no gamma-ray collimator is required,
ieading to a big increase in sensitivity and improvement
of spatial resolution. In addition, tomographic recon-
struction methods may be applied to provide three-
dimensional images. Scintillation cameras, in various
forms®-13, are being applied to this problem. Spatial
resolution ~ 1 cm and sensitivity to Compton-scattered
radiation seem to be the principal difficulties. Some
work with proportional chambers has been reported!"si5:
spatial resolution is still poor and counting rates are
low, 300 ¢.p.s., due to inadequate detection efficien-
cies.

Figure 6 shows the basic layout of the positron
camera for medical imaging. By positioning various
pbsitron sources between the chambers on the object
planes, and interposing scattering media, a systematic
investigation of the application of the camera to medi-
cal imaging has been performed. The distance D between
the chambers was typically 20 cm. Firstly, two impor-
tant camera parameters, counting rate and spatial reso-
lution are evaluated. Tomogrophic reconstruction
methods are then explained and applied to phantom
imaging. Finally, in vivo imaging of a mouse, injected
with 5.7 uCi of 18F, is presented.

counting Rate

A fundamental limit to the counting rate of a posi-
tron camera arises from the occurrence of accidental co-
incidences. Suppose a point source of intensity I is
placed midway between the detectors in Fig. 6. The
solid angle acceptance of cach detector is A, the de-
tection efficiency E and the coincidence resolving time
T. Since each positron annihilation produces two
photons, the flux on each detector is 2IA and the
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Fig, 6: The schematic layout of the positron canern,

detected event rate 2IAE, XNeglecting Compton scattor-
ing, for every photon detected, its partner must hit
the other detector so the coincidence signal rate is:

§ = (ZIAE)E . {1

The accidental coincidence rate, or noise N, is propor-
tional to the event rate on each detector and to the
resolving time:

N = (2IAE)Z-2T . {2

Dividing (1) by (2}, the signal-to-noisc ratic is:
S. 1
NTUIAT ¢ L

We see from (3), as is well known, that as I is in-
creased, S/N degrades and may only be restored by do-
creasing T, since A is a constant for the cameran. Thus
for a particular resolving time there is a maximm
source strength that may be accepted for a desired
signal-to-noise ratio. Clearly, the smaller T the
better. In this camera, T is quite long (maxinmnm

500 nsec, see Fig., 4) and other designs have been pro-
posed to shorten it. One schemel® puts the proportionnl
chamber wires in the holes of the converter, whilst
another!? proposes wire planes between all the converter
plates. However, Eq. (3) does not tell the full story:
it just places a limit on source strength and this limit
is smaller for a longer resolving time. This is, in
fact, beneficial, by reducing the radioactive dose siven
to a patient. It does not follow that an adeguate
counting rate camnot be achieved. Substituting (3) into

{(1):

L L E
S = 5ramy T - (1)

Now we see that for fixed signal-to-noise ratio and re-
solving time, the counting rate may be improved by
lincreasing the detection efficiency. E2/T is

a figure-of-merit for the camera, as far as counting
rate is concerned. Clearly a small resolving time is
desirable, but it is detection efficiency that is the
more important factor. With the present camera, using
one converter on cach chamber, E was 7% and T wus sct

to 400 nsec, giving an E2/T figure-of-merit of

1.25°10% sec™t. If 8/N = 3 is assumed to he acceptsble,
then from (4}, § = 2100 c.p.s. Acceptable images would
be expected up to a counting rate of about 2000 ¢.p.s.
This was investigated experimentally. A small bottle
containing a !BF isotope was imaged three times as the
18F decayed. The result is shown in Figs. 7a, b, <.
There is little difference between the images at 300
and 1000 c.p.s., but by 2800 c.p.s., image quality has
obviously deteriorated. As it is quite reasonable to
envisage raising E to about 20% in a future camera, E%/T
will increase by an order of magnitude, and the maximun




counting rate to 20,000 c.p.s. From the data of Fig. 7
the present sensitivity is 25 c.p.s. per yCi. Clearly
this too will increase by an order of magnitude with
the improvement in detection efficiency.

Spatial Resolution

The factors which degrade the image quality in-
clude the range of the positrons in the object, the
angle between the annihilating gamma rays, the finite
resolution of the chambers, and the parallax error dug
to the converter thickness.

Positron range .

Positrons, after emission from the nucleii, will

. travel variable distances before annihilating. This
e AN 01 positron range distribution is difficult to calculate
a) 125 uCi. Singles rate 45000 from first principles!® because of the multiple scat-

Coincidences: true 2800 tering of each positron by the electrons. Good experi-
accidental 1600 mental data exists, however, of the form of the distri-
total 4400 bution}? and the residual range?® for a wide range of

""" . materials and positron energy. From these two refer-
ences, we have for 600 keV positrons in aluminium,
atomic number 13, a non-Gaussian distribution of FWHM
0.86 mm and FWIM 1.4 mm. Extrapolating to oxygen,
atomic number 8, provides an estimate for water of FWM
2.4 mm and FWIM 3.2 mm. Clearly, the positron range is
a significant source of error, particularly for higher
energy positrons.

Annihilation angle

The very object of measurement in the first camera
application, the difference of the angle between the
two photons from 180° is, for medical imaging, a source
of error. An estimate of the effect may be made from
angular correlation data for water and ice?!. The dis-
tribution for water at 229C is non-Gaussian with a FWHM
— of 8.5 mrads axxé a FWIM og 17.0 mrads. Projected onto

. ; a chamber at 8 distance of 10 om, this is equivalent to
b) 40 yCi. Singles rate 15000 0.85 mm, and it therefore contributes 0.43 mm to reso-

Coincidences: true 1050 s : >
accidental 200 jution uncertainty on the camera midplane.
m?ﬂ 1250, ) Chamber resolution

The intrinsic spatial resolution of a chamber is
1.2 mm FWHM, see Fig, 3. However, for gamma-rays inci~
dent at an angle & to the chamber there is an additional
contribution due to the lack of knowledge of the depth
of the photon conversion point in the converter. The
conversion probability is approximately exponential with
depth, and the width of the spread function is equal to
tetan 6, for a converter of thickness t. Integration
over the detector vields a function that is almost *
triangular in shape with a FWHM of t/2 tan émax, where
fmax is the maximm incident angle!3. This parallax
effect has been investigated experimentally by imaging .
a point source of 22Na, Figure 8 shows how the error
builds up rapidly with 6 to 5.0 mm at 25, This is
with a converter thickness of 2.6 om.

Over-all resolution

¢) 12 yCi. Singles rate 5000
Coincidences: true 330
accidental 20

Since some of the error distributions are highly
non-Gaussian, the over-all spatial resolution was ob-
150 tained by convolution. For a 1 mm point source, the

result is a FWHM of 2.7 mm, which was checked experi-
mentally for the point source in air tﬁazd water;& see fa
: R ‘s Fig. 9. Agreement is reasonable: measured spatial
Fig. 7: The count rate capability of the camera. The resolution in air is 2.4 % 0.2 mm. It is interesting tc
image degrades at the highest rate. 2.5 * 10°  ghgerve the effect of Compton scattering in the 15 cm
events in each image. Bin size 1 x 1 mm. 5 .
water bath. The FWHM degrades only slightly to 2.6 mm;

s the background increases, but remains random.

total
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Fig, 8:
gamma-ray angle. Converter thickness 2.6 om.

Tomographic Reconstruction

The camera produces focused tomograms of the acti-
vity distribution in the object. Each tomogram con-
sists of a single plane in focus, with defocused con-
tributions from all other planes superimposed. Mathe-
matical reconstruction is required to remove the off-
plane smearing, and produce a sequence of sharply~
focused object activity distributions. Two methods
have been used: a pseudo-three-dimensional method in
which the blurred background is eliminated from a se-
quence of two-dimensional planes through the ohject,2?
and & full three-dimensional approach where the blurring
is removed from a three-dimensional lattice containing
the measured object activity distribution.?3

The general imaging process is expressed mathema-
»ically as a Fredholm equation,

i [[[ean pgpn g . ®

where £(r) is the measured (blurred) activity distribu-
tion, £(r') is the true activity distribution, and
hix,r') is the Green's function of the imaging system.
Although in general this response function is not space-
invariant, it may become so if sufficient restrictions

3000
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Fig. 8:
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The experimentally measured camera point-spread
function in (a) air and (b) water.

are placed on the emission data, e.g., elimination of
wide-angle events to avoid edge effects. Under such a
simplifying assumption, Eq. (5) becomes:

which is a three-dimensional convolution integral.

1€)]
In

tp - [l g g @

practice, such an integral equation is often solved in
Fourier space, where the convolution becomes a product:

and ?(v)

Different instabilities in the solution of Eq.

By = By - HY )

represents the Fourier transform of £(z), etc.
6)

arise depending on which of the two reconstruction
methods mentioned above are used,

Sequence of planes

The object is reconstructed on a sequence of planes
i=1 ... Npy for which the imaging process becomes:

N

fj (x,y) =

V] £y by lextyyaxidy!
i : (8)

where the response function hjj(x-x',y-y') is a matrix
that gives the response at (X,¥) in plane j to a point

source at x',y' in plane i.

In Fourier space this be~

LOMes:
Fy (v, y) = § By (vvy) * Hyg (V) (9
with a formal solution
(10)

Fi (v = Z %j ) H’;} )
j

Unfortunately, the response function for an imaging

system such as Fig. 6, becomes vergr
quencies, with a singularity in H}ij

- o

small at low fre-
(vyvy) at vy = vy = 0.



The singularity itself is no problem since it nmeans
Fi(vevy) may be determined only to within an arbitrary
constaht, i.e., the absolute activity of each plane is
unknown. The behaviour of Hj}(vyvy) close to

Vy v Vy ¥ U is more troublesathe s:n&e it causes ampli-
g;cation of the statistical fluctuations inherent in

F j (vay) .

Rather than leaving the low frequencies in F. (vyv )
completely unmodified, Hlj{vxvy} has been determx%
by a generalized inversioh procedure,5 using a singular
value decomposition for the matrix Hj;(vyvy). The de~
composition expresses H:i(VxVy) as a sum ober its
eigenvalues and eigenvectors.” The sum may be cut at a
level consistent with the statistical fluctuations in-
he ent in F;(vxv 3, thereby preventing the elements of
becomlng too iarge, The effectiveness of such a
procedure is seen in Fig. 10, where the first row shows
a set of simulated focused tomograms containing the
letters A, B, C and an empty plane, respectively. The
result of leaving the low frequencies urmodified during
reconstruction is shown in row two, while rows three
and four show two different cut-offs in the singular
value decomposition for Hg‘(vxv Y. A significant im-
provement in background ellmination is clearly seen.
The cut-off level may be related directly to the aver-
age statistical noise in the focused tomogram Fj(vxvy).
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Fig. 10: The reconstruction of a simulated extended
B «
object on four planes.

The inverse Fouricer transfomm of Eq. (19) then
gives the true activity distribution for plane i.

Three-dimensional lattice

Equation {6) may be solved directly in three di~
mensions leading to Eq. (7). 1In this aquatlon H(y) is
a simple scalar and the solution for F(y) is:

F(y) = Fop/mey (1

In this approach, no attempt iz made to determine
the absolute activity of subsections of the object, and
thus the low frequency problems discussed previocusly+do
not apply. H(v) at y = 0 is the over-all n@r”allvatzon
bf the response function, which is arbitrary.

However, in three dimensions high frequency fluatuatlgn«
become important, and it is found necessary to replace
Eq. (11) by:23

= B /[Hey) + @2ob - wh/H ]

where y is a constant whose value depends on the level
of statistical fluctuations in F(X)’ and which repre-
sents a smoothing of the high frequency components of
F(¥).

A

F(y) (12)

The sharp cut-off in the transfer function H(v),
particularly in the direction perpendicular to the "
detectors, requires the inclusion of a smoothing
"window! function in order to reduce spurious high-
frequency oscillations in F(v} As reported in
ref. 23, a Gaussian window is found to be superior to
the more usual Hanning function.

" “Construction of £(r)

v The first stage in the reconstruction is to convert
‘the photon position measurements into a function

f(r) Each photon pair defines a line joining the two
detectors. In the first method, this line is inter-
sected with each of the j planes, and the bin containing
the intersection point is incremented by one. Reveating
this for all events produces a set of two-dimensional
histograms ?j(x,y), j=1 . Ny

In the second method, H(V) is defined in terms of
a scalar field of the form

cos” 8
r?/cos 8 + a?

s rzzxz*yz*zz

wvhere a is the bin size in the x,y projection and 8 Is
the angle of the line defined by the photon pair. The
arbitrary power n gave best results for n = -3, Thus,
for each event line intersecting a bin, the contents &f.
the bin is incremented by a weight cos™ &, which, when
repeated for all events, leads to a ﬁhreemdlmenszmnal
scalar field' f(r)

Computing time

The time taken for image reconstruction is domi-
nated, in both methods, by the time to construct £(r).
The maximun speed achieved for such a calculation on an
IBM 370/168, using integer arithmetic and table look-up,
was 6000 events/sec for lattice dimensions of 128 x 128
x 16. Thus, for 10% events, the scalar field calcula-
tion takes 170 secs. This is to be compared with a
time of 15 sec for a three-dimensional Fourier transform
of the same lattice, and 6 sec to perform the operation
of Eq. (12). The over-all image reconstruction time for

_



an activity distribution of dimensions 25 x 25 x 16 e
with a resolution of 2 ym x 2 mm x 10 mm is of the
order of 3.5 mins for 10% events.

Phantom Imaging

A comparison of the two methods outlined above
showed no substantial difference in the reconstructions.
The plane method tended to be more stable with respect
to edge effects and statistical fluctuations in the
focused tomograms, with the correct choice of cut-off
in the generalized inverse being important. The three-
dimensional scalar field tended to give sharper images,
particularly for complex object distributions, but was
less stable to statistical fluctuations. The actual
choice of vy [Eq. (12)] proved to be extremely important,
but often rather difficult, with the image quality de-
pendent on the precise value. The background distribu~
tion tended to be smoother for the first method, an
important fact if background subtraction is to be
attempted.

In general, for imaging the high contrast objects
described below, either method may be used with almost
identical results.

Cone phantom

A small, hollow lucite box 2cm x 2 cm x 4 ¢m con-
taining a solid cone with base diameter 1 cm and length
3 cm was filled with a 10 »Ci 22Na solution. This phan-
tom was placed between the detectors as shown in
Fig. lla. The focused tomograms before reconstruction
are shown in Fig. 12a, with the corresponding recon-
structions in Fig. 12b. Four successive planes are dis-
played, with an interplaner spacing of 1.5 cm, and a
resolution element of size 1 mm x 1 mm. The defocused
background is clearly evident on the original tomograms
and is removed by the reconstruction, particularly in
the fourth plane which was outside the phantom. Figure
12¢ shows the result (after reconstruction) of surround-
ing the phantom with 10 cm of plastic of density
1.4 g/cc. The increase in the background level is due
to Compton scattering of the gamma rays, but this does
not appear to degrade the quality of the reconstructed
image, providing it is of sufficiently high contrast.

Cone phantom with tubes

The phantom described above was imaged for the ori-
entation shown in Fig.1lb, with the addition of 3mm dia-
meter plastic tubes positioned Z cm away and containing
10% of the activity of the cone phantom. The focused

tomograms obtained for this phantom are shown in Fig.l3a,
where the plane separation is 1 om.

The first plane
_the box and cone, whilst the fourth plane

the tubes. The large defocused background
due to the cone phantom is clearly seen between the out-
line of the tubes in the fourth plane. The results
after reconstruction are shown in Fig. 13b. The shadow
of the box in plane 4 has been completely eliminated,
leaving the tubes clearly visible, and with a width of
3-4 mn. The background between the tubes at one end is
an artifact caused by edge effects, and it is completely
eliminated by using bigger planes for reconstruction.
Some background remains on the intermediate third plane.
In the first plane the cone is seen at one end of the
cone phantom and a small air bubble at the opposite end.
The difference in the intensities of the box and tubes
is also apparent.

cuts throu
contains onl
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a) cone phantom
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b) cone phantom with lower intensity tubes.

Fig. 11: The schematic layouts for phantom imaging.

This test illustrates well the usefulness of the
reconstruction by eliminating the defocused image of the
cone phantom from the fourth plane and leaving the much
less intense tubes that were genuinely in focus on that
plane.

Imaging of a Mouse in Vivo

A solution containing positron-emitting !°F was
injected into the tail vein of a mouse. Approximately
0.2 ccs entered the blood stream, corresponding to a
total activity of 5.7 uCi, about half of which is taken
up by the skeleton?® within one half to one hour of the
injection. The whole body dose is therefore about
0.07 rad, compared with 0.48 rad to the bone. !8F has 2
half life of 110 mins, decaying by emission of a positro
of maximum energy 0.635 MeV.

Half an hour after the !BF injection, the mouse was
anaesthetized and, supported in a small plastic cage,
placed midway between the two detectors, with its main
axis parallel to the plane of the chambers. The posi-
tion of the mouse within the cage is shown by the X-ray
photograph in Fig. 14. Imaging was performed for
two hours at a rate of about 100 c.p.s. (limited by the
decaying source strength), in order to accumulate 5+10%
coincidences. The results, after reconstruction, are
shown in Fig. 15, where the separation of successive
planes is 5 mm and each element corresponds to
1 mm x 1 mm in space.

-7 -



b)Y reconstrutted images.

b} after reconstruction
RIERE B H 13 mlmple source imaging. Note how the re-

Fig. 131
construction completely separates the cone.
shantom from the much less intense tubes,

o : c} w:zt,}zc (:ompmn scatmriz;g by 10 em of plastic.  Fig. 1 ﬁ’m X-ray ;ahom;;rmn of the
its cage.

o fhafter. rwonstmczxm,

Fig. 12: Cone phantom imaging on four planes.
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The excellent tomography, at the level of 5 mm?, 9. .H. Cho, M.B. Cohen, M. Singh, L. Eriksson,

is obvious as successive planes pass from one side of J. Chan, N. MacDonald and L. Spolter, IEEE Trans,
the mouse to the other. Intermediate planes clearly Nucl, Sci, NS-24, 552 (18773,
show the spine, neck and skull, with the two rear legs
appearing separately in focus. Indication of a rib 10. C.A. Burnham and G.L. Brownell, ICEE Trans. Nucl.
cage appears on sections (e) and (f) and again on Sci. NS-19, 201 (1972).
section (i): the disappearance of the spine in sections
(h) and (i) is due to the fact that the mouse was 11. EJJ. Hoffman, M.E. Phelps, N.A. Mullani,
twisted in the supporting cage with its backbone C.S. Higgins and MM, Ter-Pogossian, J. Nucl. Med,
nearer one chamber than the other. . 17, 495 (1976).

The most striking feature of the image is the 12, S$.E. Derenzo, T.F. Budinger, J.L. Cahoon,
appearance in sections (e) to (h) of a very high acti- R.H, Huesman and H.G. Jackson, IEEE Trans. Nucl. | *
vity region near the lower end of the spine. This may Sci. NS-24, 544 (1877).
be due to substantial 18F uptake in the kidneys or
bladder, or possibly to activity from the spine and 13. G. Muchllchner, M.P. Buchin and J.H. Dudek, . *
thigh that appear superimposed in this view because of 1EEE Trans. Nucl. Sci. N8-23, 528 (1976). “
the asymmetry of the mouse. Imaging with the main axis
perpendicular to the chambers provided transverse 14. R.S. Hattner, C.B. Lim, 8.J. Swann, L. Kaufman,
sections, but with only 50,000 coincidences because of V. Perez-Mendez, D. Chu, J.P. Hubertv, D.C. Price
the rapidly decaying source strength. These sections, and C.B. Wilson, IEEE Trans. Nucl. Sci, X8-23,
though rather inconclusive, tend to favour the explana- 523 (1976).

tion of a superimposition of spine and thigh. '
15, R.A. Reynolds, R.E. Snyder and T.R. Overton,

Conclusion Phys. Med. Biol. 20, 136 (1975).

. A new type of positron camera with a high spatial 16, M.J. Neumann, IEEE Trans. Nucl. Sci. x8-24, 515
resolution has been described and successfully applied (1977Y.
to two problems: the measurement of the angular corre-
lation distributions of annihilation radiation, and-the 17, E. Bateman, Rutherford Lab., private communication.
direct visualization of radioisotope distributions. A i
larger camera, 50 x 50 cm, is now planned. Design im- 18. L.V. Spencer, Phys. Rev. 98, 1567 (1955).
provements will provide slightly better spatial resolu-
tion of 2 mm FRHM, a much increased data rate of 19. H.H. Seliger, Phys. Rev. 100, 1029 (1955).

20,000 c.p.s. and sensitivity of 250 c.p.s. per uCi.
' 20. A.JT. Nelms, Energy loss and range of electrons and
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